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Glenn Research Center

Cleveland, Ohio 44135

Ben A. Nagaraj and Robert W. Bruce

General Electric Aircraft Engines
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ABSTRACT

The thermal conductivity of electron beam-physical vapor deposited (EB-PVD)

ZrO2-8wt%Y203 thermal barrier coatings was determined by a steady-state heat flux laser

technique. Thermal conductivity change kinetics of the EB-PVD ceramic coatings were

also obtained in real time, at high temperatures, under the laser high heat flux, long-term

test conditions. The thermal conductivity increase due to micro-pore sintering and the

decrease due to coating micro-delaminations in the EB-PVD coatings were evaluated for

grooved and non-grooved EB-PVD coating systems under isothermal and thermal cycling

conditions. The coating failure modes under the high heat flux test conditions were also

investigated. The test technique provides a viable means for obtaining coating thermal

conductivity data for use in design, development, and life prediction for engine

applications.

INTRODUCTION

Ceramic thermal barrier coatings (TBCs) have received increasing attention for

advanced gas turbine engine applications because of their ability to effectively protect the

Paper presented at The International Conference oll Metallurgical Coatings and Thin Films, San Diego,

California, April 10-14, 2000.
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cooled, metal components in engine hot sections. Since coating thermal conductivity

directly impacts the engine performance and reliability, low thermal conductivity

becomes one of the most critical requirements for thermal barrier coatings. The current

ZrO2-8wt%Y203 coating material has a relatively low intrinsic thermal conductivity

(about 2.5 W/m-K). Further conductivity reductions have largely been achieved by

incorporating micropores and microcracks within the ceramic coating systems. However,

the thermal conductivity reduction provided by the microporosity may not persist because

the ceramic coating can sinter at high temperatures [1-6]. Therefore, not only the coating

initial thermal conductivity but also the changes in coating conductivity during service

are of great importance for the development of advanced thermal barrier coatings.

In order to evaluate the change kinetics of the coating thermal conductivity that

are necessary for coating design and life prediction, a steady-state laser heat flux

technique has been developed [5, 6l. This technique has previously been used to

determination of the thermal conductivity evolution of the plasma-sprayed ZrO2-

8wt%Y203 thermal barrier coating systems under high heat flux conditions. The thermal

conductivity data have successfully provided insight into the sintering, creep, and failure

modes of the coating systems [7].

In this paper, the laser steady-state heat flux technique is used to investigate the

thermal conductivity of EB-PVD thermal barrier coatings. Thermal conductivity change

kinetics of the EB-PVD ceramic coatings were obtained, under both long-term isothermal

and cyclic conditions at high temperatures, for EB-PVD coating systems having both

grooved and non-grooved bond coats. The thermal conductivity changes with time were

evaluated in terms of two competing processes: that is, the conductivity increases due to

micro-pore sintering and the conductivity decreases due to coating micro-delaminations.

The failure mechanisms were also investigated and compared for the EB-PVD coating

systems with both bond coat surface grooved and non-grooved specimens under the laser

high heat flux testing conditions.

Experimental Materials and Methods

Materials

EB-PVD ZrO2-8wt%Y203 coated specimens were prepared by General Electric

Aircraft Engines Company, Cincinnati, Ohio. In this thermal conductivity study,
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25.4-mm-diameterand 3.2-mm-thickRen6 N5 circular disk specimenswere used as

substrates.The substrateswere first coatedwith a 0.12 mm-thick PtA1bondcoat. Two

typesof bondcoat configurationswereused.Onewasthe regularflat surfacebondcoat

system,and the other was laser-surface-groovedbond coats with a square-grid-type

groovearrangement.The bondcoatgroovesareintendedto enhancetheceramictop-coat

durability. The grooveswere about20/.tinin width and200 /.tin in spacing. Finally, the

ceramic coatings with various thicknesses of 0.13, 0.25 and 1.0 mm were deposited onto

the substrate-bond coat systems using the EB-PVD technique.

Thermal Conductivity Testing

Thermal conductivity testing was performed on the EB-PVD coating systems

using a 3.0 kW laser high-heat flux rig. The test rig systems and the general approaches

have been described elsewhere [5, 8]. A schematic diagram of the laser heat flux rig is

illustrated in Figure 1. In the laser thermal conductivity test, the specimen surface heating

was provided by the laser beam, and backside air cooling was used to maintain the

desired specimen temperatures. A 12.5-ram-thick aluminum plate with a 23.9 mm

diameter center hole opening served as an aperture to prevent edge- or side-heating of the

specimen. A uniform laser power distribution was achieved over a 23.9 mm diameter

aperture region of the specimen by using an integrating ZnSe lens combined with the

specimen rotation. Platinum wire fiat coils (wire diameter 0.38 mm) were used to form

thin air gaps between the top aluminum aperture plate and stainless-steel back plate to

minimize the specimen heat losses through the fixture.

The thermal conductivity of the ceramic coating was determined from the pass-

through heat flux and the measured temperature gradients through the ceramic coating

system under the steady-state laser heating conditions using a one-dimensional (one-D)

heat transfer model [5, 8]. The laser delivered heat flux was calibrated using a 127 /.tin

thick plasma-sprayed ZrO2-Y203 on a CMSX-4 superalloy substrate of known

conductivity. The actual pass-through heat flux was obtained by subtracting the laser

reflection loss (measured by a 10 pm reflectometer) and the calculated radiation heat loss

(total emissivity was taken as 0.50) at the ceramic coating surface. The pass-through heat
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flux wasalsoverified with an internalheatflux gaugethat was incorporated with selected

metal substrates via an embedded miniature thennocouple.

Because of the well-calibrated heat flux and the known metal conductivity, only the

ceramic surface and the metal back surface temperatures were necessary for determining

the ceramic coating conductivity. During the test, the ceramic surface temperature was

measured by an 8 pm infrared pyrometer. The back surface of the metal substrate was

measured by both a two-color infrared pyrometer and a calibrated 8 pm infrared

pyrometer. The ceramic/metal interface temperature was obtained using the known

thermal conductivity values of the Rend N5 metal substrate, and thus, the temperature

difference across the ceramic were readily derived. Overall coating thermal conductivity

as functions of coating thickness, temperature, and testing time was determined from the

heat fluxes and corresponding temperature gradients across the ceramic coating.

Fig. 1

retie c__ _m_d_inumlase_lS

specimen_ { [ ATheat - J -_ c_t; :;_'

therrllOcoup'_ .1, r_ ri no, / _ux ga_lg_ ;-- _ /

coo,_ tl_ube \ sial/nles/s steel back plate

g U pyrometer _ne'N5 substrate

Laser high heat flux rig for measuring thermal conductivity of thermal barrier

coatings. During the test, the ceramic surface and the metal back surface

temperatures are measured by infrared pyrometers. The metal substrate mid-

point temperature can be monitored with an embedded miniature type-K

thermocouple. The interfacial temperatures, and the actual heat flux passing

through the thermal barrier coating system, are therefore determined under the

steady-state laser heating conditions by a one-dimensional (one-D) heat transfer

model [5, 8].
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It should be mentioned that the errors in determining the interface temperature

increase as the coating conductance (conductivity/thickness) increases relative to the

substrate conductance. A thin EB-PVD TBC tested at high heat flux may be especially

unfavorable. Care must be taken to accurately calculate the temperature gradients across

the metal substrate. Therefore, the use of a single value for the substrate conductivity may
_t

not be sufficiently accurate due to its strong temperature dependence, as illustrated in the

curve labelled kmet, l-actual in Figure 2. In this study, a more accurate approach was

employed to calculate the temperature difference across the ceramic coating, by dividing

the substrate into sublayers each having temperature dependent conductivity

VT_e,._mi_ = T _,._,_i___u,._f_

i

_ Tmetal_bac k qth,'u " tbond _ _. qthru" t.,_tal
kbond (T) i k' (T)

metal

where the VT, e,,,mic is the temperature difference across the ceramic coating,

Tce,._mi__s,,,of,.,, and Tme,a1_b_ckare measured ceramic surface and metal back surface

temperatures, qn,,,, is pass-through heat flux, tbo,d, tie,at, and kbo,,d(T) and k_,e,al (T) are

the thicknesses and thermal conductivity of the bond coat and the ith layer substrate,

respectively. Figure 2 illustrates the potential range of calculated interface temperatures

based on the use of a lower-bound- vs. upper-bound- vs. temperature dependent-metal

thermal conductivities.
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Fig. 2
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The calculated temperature distributions in a Ren6 N5 superalloy specimen.

From the measured metal back surface temperature of 700°C, the ceramic

/metal interface temperature can be incorrectly extrapolated depending on which

conductivity values are used. The curvature in the metal temperature

distribution is also observed due to the metal conductivity increase with

temperature.

EXPERIMENTAL RESULTS AND DISCUSSION

Thermal Conductivity Change Kinetics of EB-PVD Coatings

Thermal conductivity change kinetics of EB-PVD coatings were determined on

the laser test rig under isothermal and 2 hr-cyclic conditions. The test conditions are

shown in Table 1. A constant heat flux was used for each test, and the heat flux was

chosen according to the specimen ceramic coating thickness.

Figure 3 shows thermal conductivity change kinetics of the EB-PVD coatings

determined from the laser test rig under the isothermal and 2 hr-cyclic conditions. It can

be seen under all test conditions, that the coating conductivity generally tended to
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increasewith time. Under the isothermaltest conditions,the EB-PVD coatingsusually

show a monotonicconductivity increase,asshownin Figure 3 (a) for the 0.25-mmand

1.0-mm thick coating cases.Under the 2 hour cyclic test conditions, the EB-PVD

coatings showedsome thermalconductivity variationsduring the thermal cycling, as

illustrated in Figure 3 (b), indicatingthe coatingcrackingoccurredduring the cycling.

For the0.13-mmthick, non-groovedEB-PVDcoating,theconductivity fluctuationswere

not significant during the normal testing period (which the coating failure had not

occurred). However, for the 0.13-mm thick, grooved EB-PVD coating, significant

conductivityvariationswerenoticedduring theentiretestperiod,suggestingmoresevere

micorscaledelaminationcrackingfor the groovedspecimenas comparedfor the non-

grooved specimen.Another 0.13-mm thick, grooved EB-PVD specimen was 2 hour

cyclic tested up to 200 hot hours. An overall conductivity increase and large conductivity

fluctuations were also observed for this specimen during the long-term testing, as shown

in Figure 4.

Because of the large differences in the tested coating thickness, the thermal

conductivity of the EB-PVD coatings were actually tested at different ranges of

temperatures. Temperature dependence of the rate of conductivity increase may be

derived from the test results. Figure 5 shows the steady-state conductivity rate increase as

a function of the reciprocal average testing temperature. The results show that the EB-

PVD coating conductivity increase is a thermally activated process.

Table 1 Test conditions for thermal conductivity change kinetics of EB-PVD coatings

Specimen

0.13 mm grooved EB-

PVD coating

0.13 mm non-grooved

EB-PVD coating

0.25 mm non-grooved

EB-PVD coating

1.0 mm non-grooved

EB-PVD coating

Test type

2-hr cyclic

2-hr cyclic

isothermal

isothermal

Passing-through-heat

flux (W/cm 2)

220

220

143

69

Tsurface

(°C)

1280

1280

1250

1350

Tinterface

(°C)

1095

1095

1020

860
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(b)

Thermal conductivity change kinetics of the EB-PVD coatings determined using

the steady-state laser heat flux technique. (a) Thermal conductivity of 0.25 mm

and 1.0 mm coatings under laser isothermal test conditionl (b)_Thermal

conductivity of 0.13 mm coatings with grooved and non-grooved bond coats

under laser 2 hr cyclic test conditions.
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Fig. 4
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Fig. 5
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Sintering of EB-PVD coatings

Sintering and corresponding microstructural changes of EB-PVD coatings are

unique under high heat flux conditions. It is known that for the EB-PVD thermal barrier

coatings, high porosity is present in the in-plane directions between the columnar grains.

Sintering of the EB-PVD coatings was observed as "welding" of the loose individual

columnar grains, thus generating coating through-thickness cracks in order to make up

the deficit strains. Figure 6 shows a surface morphology of sintered columnar grains and

a resulting surface crack in an EB-PVD coating.

Under the laser high heat flux testing, wedge-shape through-thickness cracks are

often observed because the sintering strains are usually higher near the coating surface

than near the interface, corresponding to the temperature gradient across the coating. The

crack opening displacements can be correlated to the in-plane sintering and creep strains

of EB-PVD coatings using the laser sintering-creep approach [9]. Figure 7 shows the

coating surface sintering strains derived from the surface crack displacements for the

grooved EB-PVD coating specimens as a function of time. The results show that the

coating sintering strains increase with time. The significant sintering of inter-columnar

pores has also been observed in the 1.00 mm thick EB-PVD coatings especially near the

surface region after the laser testing, as shown in the Figure 8.
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Fig. 6 Micrograph of the coating surfacemorphology showing sintered columnar

grainsanda resultingsurfacecrackin anEB-PVDcoating.

Fig. 7
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The coating surface sintering strains derived from the surface crack

displacements for 0.13 mm thick grooved EB-PVD coating specimens as a

function of testing time.
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(a) (b)

Fig. 8 Micrographs of cross-sections of the 1.0 mm thick EB-PVD coating showing

significant coating sintering after the laser testing. (a) As processed; (b) after 60

hour, 1350°C surface temperature laser heat flux testing.

For the EB-PVD coatings, intra-columnar micro-pores also exist after the

deposition process. With the laser high heat flux exposure, the intra-columnar micro-

pores can be significantly sintered, and thus the intra-columnar porosity can be reduced.

Figure 9 shows micrographs of the sintered intra-columnar micro-pores, and feather-like

flakes. The long-term thermal conductivity increase observed from the laser conductivity

tests are attributed to the sintering of both the inter-columnar and intra-columnar micro-

porosity.
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(a) (b)

Fig. 9 Micrographs of the intra-columnar pore structures in EB-PV:D coatings. (a)As

processed columnar structure showing micro-pores and surrounding feather-like

flakes; (b) Sintered intra-columnar micro-pores and feather-like flakes.

Failure Modes of EB-PVD Coatings

Figures 10 and 11 show typical coating cracking and failure mechanisms of the

1.3 mm thick, grooved and non-grooved EB-PVD coatings after 2 hr cyclic high heat flux

testing in the laser.

For the grooved EB-PVD coating, square-type surface cracks are generally

observed. By comparing Figures 10 (a) and (b), it can be easily seen that the regular-

shaped surface-cracking pattern is closely related to the bond coat grooving pattern.

During the cyclic testing, the wedge-shape vertical cracks quickly formed and initiated

the delamination cracks in the coating, as shown in Figures 10 (c) and (d). The coating

delamination cracks continued to propagate under the laser cyclic loading, but they are

usually confined to within the coating segments between the vertical cracks. This is

because the complex stress fields associated with the grooved rough interface can arrest

the delamination cracks. The large variations of the measured thermal conductivity for

the grooved EB-PVD coating can also be explained by the large amount of progressive

micro-cracking and the sintering of coating segments during the laser testing.

NASAITM--2000- 210238 13



For thenon-groovedEB-PVD coating,the distributionsof the surfacecracksare

usuallyirregular,asshownin Figure 11 (a).Unlike the groovedcoating,the non-grooved

coating has initiated fewer delaminationcracksprobably due to fewer surfacecracks.

However, the delaminationcrackshavepropagatedto larger sizesafter the lasertesting

becauseof the flat interface.A coatingdelaminationcrack is shown in Figure 11 (b).

Delaminationcrackpropagationhasbeendemonstratedin the thermalconductivity test,

as indicatedby Figure 12.As mentionedearlier, this EB-PVD coating waspreviously

lasercyclic testedwhere it sintereduntil theconductivityreachedtheapproximatevalue

of 1.65W/m-K (relative to an assumedinitial conductivity value of 1.5 W/m-K). A

delaminationcrack was believedto have initiated becausea suddenlarge decreasein

coatingconductivitywasnoticedduring the testing.The specimenwas further testedin

the laserheat flux test.From Figure 12, it canbeseenthat soonafter applyingthe laser

thermal exposure,the coating showeda high conductivity close to that of an intact

coating.This is becausethecoatingwasstill in relativelygoodcontactwith the substrate

at the early stageof heating.Under continuing laser exposure,the coating became

increasinglybuckledand thusshoweda lower steady-stateconductivity value(of about

1.45 W/m-K). The initial and steady-stateconductivity measuredbecamelower and

lower with subsequentlasercyclic testing,suggestingthe continuingpropagationof the

delaminationcrack.

NASA/TM--2000-210238 14



(a) (b)

(c)

Fig. 10 Surface cracking patterns and delamination cracks after 200 hr, 2 hr cyclic laser

high heat flux testing. (a) As-processed coating surface morphology showing

the coating groove imprints; (b) Surface vertical cracking patterns after the 200

hr laser cyclic testing; (c) and (d) Micrographs of the coating cross-sections

showing the wedge-shape coating vertical through-thickness cracks and the

delamination cracks.
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Fig. 11 Surface cracking and coating delamination observed in nonZgrooved EB-PVD

coatings after the laser 40 hr, 2 hr cyclic testing. (a) The typical surface cracking

pattern. (b) A large delamination crack that is associated with the coating

surface through-thickness vertical crack.

Fig. 12
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Thermal conductivity response of a 0.13 mm thick, non-grooved EB-PVD

coating near failure. Under the continuing exposure to the laser thermal load,

the coating showed lower and lower initial and steady-state conductivity values,

suggesting the continued propagation of the delamination crack.
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CONCLUSIONS

The thermal conductivity of electron beam-physical vapor deposited (EB-PVD)

ZrO2-8wt%Y203 thermal barrier coatings has been determined by a steady-state heat flux

laser technique. The thermal conductivity increase of the EB-PVD ceramic coatings

under high heat flux testing has been attributed to the sintering of both the inter-columnar

and intra-columnar microporosity in EB-PVD coating systems. The coating micro-

delaminations can reduce the measured conductivity values, and have resulted in

observed coating conductivity fluctuations during the laser thermal cyclic testing. The

laser thermal conductivity tests have demonstrated the ability to investigate the coating

delamination crack propagation, and provided insights into the coating failure

mechanisms of the grooved and non-grooved EB-PVD coatings. The test technique

provides a viable means for obtaining coating thermal conductivity data for use in design,

development, and life prediction for engine applications.
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